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INSTALLATION INSTRUCTIONS FOR
700R4 CONVERSION KIT
INTO 1935 - 1940 FORD

This document provides information for installing the Morfab Customs 700R4 transmission/frame conversion kit
into a 1935 — 1940 Ford chassis. The installation is very straightforward and can be done during initial
construction, or can be retrofitted to a finished hot rod with minimal cosmetic repercussions.

NOTE: Due to the great amount of variables, this kit is not intended for use on a
frame that has had a subframe swap, or one that uses stock front
wishbones.

Please take the time to read the instructions thoroughly before attempting this installation. If you have
questions or comments; before, during, or after the installation, please contact Morfab Customs, Inc. We
appreciate having you as a customer and therefore, value your feedback.

If the body is on the frame, the vehicle will need to be securely supported on jack stands, as the cross member
will need to be accessed from underneath.

The transmission must be removed from the vehicle.

A CAUTION: Use all standard safety practices when removing the transmission.
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1. With the transmission out of the way, use a 5/16 inch drill bit to enlarge the existing holes in the stock frame.

NOTE: Original chassis holes were for 1/4 inch rivets and will now need to be drilled
out to 5/16 inch.

2. The side reinforcement plates can be bolted into place, using existing holes in the side of the stock frame and
hardware provided with the kit.

3. With the side reinforcement plate securely attached to the frame rail, it can be used as a template for drilling
the remaining holes in the lower flange. The four holes for the lower plate need to be 3/8 inch.

It is recommended to install the bolts as the holes are drilled, prior to drilling the next hole.
4. Using the same basic procedure, install the side reinforcement plate for the opposite side.

5. The tailshaft support plate should now be installed to verify that all mounting holes line up properly.



8. With the new side reinforcement plates in place and secured to the cross member, the inner portion of the
original cross member can be removed. This can be done with a plasma arc cutter, a die grinder, or
reciprocating saw. Use a marker to layout a guide to follow when cutting out the original cross member.
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7. Depending on the method and accuracy of your cutting, it may be necessary to follow up with a grinder.

8. Prime and/or touchup paint as required.

9. The tailshaft support plate will need to be removed prior to installing the transmission if installing the
transmission from underneath. With the transmission in place, the tailshaft support plate is then reinstalled.

Thank you for purchasing our product. In addition to this 700R4 transmission/frame conversion kit, Morfab
Customs, Inc. also manufacturers reproduction chassis, does exhaust system fabrication, a/c installation, wiring,
brake line plumbing, and builds complete turnkey hot rods. Morfab Customs, Inc. is a dealer for Pete & Jake’s Hot
Rod Parts, Show-Me Rod & Custom, Heidt's Hot Rod Shop, Vintage Air, Billet Specialties, Air Ride Technologies,

Alan Grove Components, American Racing, Chassis Engineering and others.
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