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| NOTE:
MEASUREMENTS CAN VARY WITH
ORIGINAL FRAMES

STEP #1

This 5/16" hole is
stock in all '35-'40
frames. Drill out
this hele to 3/8".

Front crossmember's
center rivet
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Steerinq mount rivets

TOP VIEW DRIVERS SIDE

steck 3/8" hole in
'39-'40 frames.

STEP #3

Drill out this

stock hole to 3/8"
INSIDE VIEW DRIVERS SIDE .

T COPYRIGHT 3-'84 PETE & JAKE'S

Instructions for #5005

’35-'40 FORD

SMALL BLOCK CHEVY MOTOR MOUNTS

* NOTE: Be sure to use orlglnal
type '58-'72. Chevy rubber insulator
mounts (non-interlock style).

STEP #2

CENTER OF CROSSMEMBER TO
FACE OF TUII3E

Use this hole to
bolt mount down
tight on top of frame

Line up edge of mount to be parallel

to inside edge of frame rail. Use hales
in mount as guide to drill 3/8" holes
throuwgh frame

STEP #4

Use 3/8" bolts in these holes

Use 3/8" bolt /

stock rubber suspension snubber
belts through frame and motor mount.

If not using snubber, install
3/8" bolt in this hole.



